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*MEMORANDUM*

Scott M. Motheson, Governor
Temple A. Reynolds, Executive Director

Dee C. Honsen, Stote Engineer

TO: File
FROM: Richard B. Hall, p. 8., Distribution Engineer
SUBJECT: Field Review of cottonwood creek Distribution systen
DATE: August 24, f984

A field review of the subject system was undertaken on August 23,
L984t with the following in attendance!

Clyde Magnuson Richard B. HallLouis Chadwick ,Ierry L. Bronicel

The following items were observed and/or discussed:

1) The major feature of the project is .Ioe's Valley Reservoir,
which has a storage capacity of 621500 acre_feet.

The diversions above Joe's valrey were not observed due to
flooding. According to the conmissioner, they represent a smarlportion of the total r'rater use. , Most do not have measuring
devices because they are always getting washed out. The commis-
sioner feels this is not a big problem because all of the excess
water returns directly to the creek.

Peacock-Miles Ditch - This is the first diversion below the dan.

western Ditch - emax = 74 cFS, parshall Flume needs leveling.

swasey Diversion - canal that feeds the Huntington systern from
Joer s Valley Reservoir.

Manmouth canal - emax = 90 cFS, operating parshaLl Flune.

utah Power & Light - Have a punping plant, which transports 22
CFS to the Hunter p1ant.

Blue cut Ditch - enax = 40 cFS. operating parshall Flume.

wilson, Mill Ditch, and wilberg Ditches were not observed. They
are on the downstream end of the system and account for a very
small portion of the total usage.
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